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FUNCTIONS 
 
Electrified Storeroom (E9000/L_)
Lever trim always locked but free turning and 
unlock electronically or manually by key. 

2-15/16”

E9000 Electrified
Lever Trim

10”

FEATURES & OPTIONS 
 

Door Preparation 
Please see template below 
 

Voltage 
Field selectable 
□ .33 AMP @24 Volts AC | DC */ -10% (continuous 

duty) 
□ .61 AMP @12 Volts AC | DC */ -10% (continuous 

duty) 
 

Function 
□ Fail Safe (SA)  
□ Fail Secure (SE) 
 
Door Thickness 
Fit 1-3/4” to 2” standard 
 

Cylinder 
6-pin SC “C” keyway solid brass mortise cylinder standard 
Also available in: 
5-pin KW keyway 
6 & 7 pin small format I/C core, Best A2 keyway 
 

Handing 
Reversible Lever 
 

Material 
Casted Solid Brass 
 
FINISHES 
(other finishes available upon request with lead-time) 

□ US26D – 626 – Satin Chrome 
□
□

 US10B 
US19 622 Matte Black (L3 Lever Only) 

–
–
 613 – Oil Rubbed Bronze 

□ – –

WARRANTY 
• Life-Time mechanical warranty 
• Five years finish warranty 
 
CODE COMPLIANCE 
• ANSI A156.6, Grade 1 
• UL listed for Panic and UL10C, UBC 7-2-

1997 codes 
• UL 3 Hours Fire Rated 
(when pair with Fire Rated EF9000 Exit Device) 
 
LEVER STYLES 
□ E9000/L3 
□ E9000/LN 
□ E9000/LH 
□ E9000/LF 

Lever Option

(E9000/LN)

(E9000/LH)

(E9000/L3)
(E9000/LF)


